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INTRODUCTION / INTRODUCCION

Thank You!

Thank you for choosing a JENSEN product. We've tried to make the instructions in this
owner's manual clear and easy to follow, If you take a few minutes to look through it, you'll
learn how to use all of the features of your new JENSEN marine amplified subwoofer for
maximum enjoyment
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Muchas gracias!

Muchas gracias por escoger un producto JENSEN. Hemos hecho lo posible para que las
instrucciones en este manual sean claras y faciles de seguir. Si se da unos pocos minutos
para leerlo, aprendera a usar todos los elementos de su nuevo subwoofer amplificado
JENSEN para el marina para gue pueda disfrutario al maximo.
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Je vous remercie!

Nous vous remercions d'aveir choisi un produit JENSEN. Nous nous sommes attachés 8
rendre les instructions qu'il contient claires et faciles a suivre, Si vous prenez quelques
minutes pour le parcounr, vous sauraz comment utiliser toutes les fonctions de votre nouvel
marin subwoofer amplfié JENSEN pour en profiter au maximum,
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Features

» 6" Amplified Subwoofer

» ‘Water Resistant Housing (IFx5)

= Vertical and Horizontal Maunting Provisions

+ Meets ASTM B117 UV, Salt Fog Testing Specification

M-umn_._._ cations

« 200 Watt Max Power Rating

+ Frequency Response - 40Hz - 280Hz
* Voice Coil Size - 30mm

+  Magnet Size - 100mm x 15mm

Caracteristicas

»  Subwoofer Amplificado el 6°

- Cubierta Resistente del Agua (IPx5)

= Provisiones Verticales y Horizontales del Montaje

» Se conforma con ASTM B117 UV, Especificacion de Prueba de |a Niebla de 1a Sal

Especificaciones

» Grado de Energia Maximo de 200 Vatios
+ Respuesta de Frecuencia - 40Hz - 280Hz
+ Tamafio de |a Bobina de la Voz - 30mm

+  Tamario del Iman - 100mm x 15mm

Dispositifs

+  Subwoofer amplifié par 6"

» Logement résistant de 'eau (IPx5)

+ Dispositions verticales et horizontales de support

» Se conforme 8 ASTM B117 UV, Spécifications d'essai de brouillard de sel

Spécifications

» Estimation de puissance maximum de 200 waits
+ Réponse fréquence - 40Hz - 280Hz

* Taille d'enroulement de voix - 30mm

+  Taille daimant - 100mm x 15mm
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WIRING INSTRUCTIONS

IMPORTANT: Incorrect wiring connections can damage the unit. Follow the wiring ® _m_ = ®
instructions carefully, or have the installation handled by an experienced technician. @ @O@

RCA Input RCA Cables (Not Included) RCA Output

T Battery
I =l T

SR POWER
S =L D(+)
110 AMP FUSE
e = = GROUND
Minimum Wire Size:
+12V - 10 AWG
Ground - 10 AWG
REMOTE
r - TRIGGER
1. Choose a mounting location on a flat surface away from heat and moisture. Be sure the 3. Run suitable AWG wire to where the subwoofer will be mounted (run 1 foot more than you
location and the drilling of pilot holes for mounting will not present a hazard to any wires, think you will need). Use rubber grommets where wires will pass through the bulkhead or
control cables, fuel lines, fuel tanks, hydraulic lines, or other vehicle systems or other areas of the vehicle, Make certain a fuse holder is placed within 18 inches of the
compenents. Choose a location with unimpaired air circulation and de not mount upside vehicle battery — this is mandatory. Do not place a fuse in the fuse holder at the battery at
down. this time.
2. Disconnect the negative (-) battery terminal. 4. Ground the subwoofer using the same AWG wire size used for the power cable. Make

sure the ground location is a clean, unpainted metal surface.

Run the RCA and Remote turn-on lead to the subwoofer from the head unit.
Place the 10 amp fuse in the fuse holder at the battery.

Set the input level control (GAIN) to "MIN".

Turn head unit on and adjust as necessary.

NOTE: Check your vehicle's owner's manual before disconnecting the battery.
Disconnecting the battery in some vehicles Bmw‘ require an anti-theft code when
reconnecting for stereo operation. Some vehicles may run rough after reconnecting the
battery and require service to have the on-board computer reset. Check with your local
dealer if you are uncertain.

@ N @
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MOUNTING THE MIXAGBA

Mounting Hardware (included) Attaching Brackets to Mounting Surface

Attach any of the four brackets to the mounting surface using the six M5 x 14mm screws and
washers.

g % — % ﬁ..;% =N -

O %) fJ O .Mu NOTE: You will not necessarily mount your amplifier as indicated in this diagram. Use
§ i ; 2 whatever brackets work for your situation.
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; Horizontal Mounting
M5 x 14mm Philips Screw and Washer ( x &)
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M4 x 8mm Philips Screw and Washer { x 4) Comer Bracket (x 2) Bracket ( x 2) q-u : ..m\
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Attaching Brackets to Amplifier | |
Attach any of the four brackets to the bottorn of the amplifier, as needed, using the four M4 — s _—
X BMm screws. i i J
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D~ Vertical Mounting
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INDICATORS AND CONTROLS

Slide end panel up to reveal controls.

FREQ

The Low Pass Filtar controls adjust the crossover point from 40Hz to 280Hz. Typical crossover
is between 60Hz and 80Hz for ported and sealed enclosures. Bandpass boxes will typically
use a higher crossover setting. Depending on your sub-woofer/box combination, the crossover
may be set anywhere between 40Hz and 280Hz. Since musical tastes vary, you should play
music that you would normally listen to in your vehicle, with the above settings as a starting
paint. If necessary, set the crossover by ear.

GAIN

The input level control matches the output of your head unit to the input of the amplifier,
Matching the levels of the head unit and amp give you the highest signal to noise ratio and
ensures that the volume contral is useful throughout it's entire range.

PHASE

The phase of the subwoofer can be reversed 180° relative to the front and rear ampilifier
channels. In some installations, this can be extremely useful since the interior dimensions of
certain vehicles can create “dead spots” (cancellations) affecting your low bass/mid-bass
impact.
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