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Using Preset Channels
A preset is a channel name that is stored for instant access to that channel. Ten 
numbered preset buttons store and recall channels for each band.

Storing a Channel
1. Select a band (if needed), then select a channel.
2.  On the SiriusXM® menu page 2, touch the Mem icon to access the Preset

Channel Screen.

SXM Preset Channel Screen
3.    Touch the preset number (P1 through P10) in which you would like to store

the current channel (or touch the Back icon to cancel and close the menu). 
The channel will be stored and displayed in that preset. Touch the  or  icon 
to scroll up or down the list.

4. Touch the Back icon to return to the SXM Menu screen.

Recalling a Channel
1. Touch the List icon.
2.   Touch the Preset icon to access the Recall Preset Channel Screen.

Recall Preset Channel Screen
3.     Touch on a channel on the preset channel list to select the corresponding 

stored channel. Touch the  or  icon to scroll up or down the list.
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Searching for a Channel 
Search by Channel
To search by channel:
1.  On the SirusXM® menu page 1, touch the Category/Channel icon (if needed)

to select Channel.
2.  Touch List to display the Channel Search Screen:

Channel Search Screen
3.    Touch on a channel to tune to that channel. Touch the  or  icon to scroll

up or down the list.

Search by Category
Categories group music by type such as  jazz, rock, classical, etc. To search by 
category:
1.  On the SirusXM® menu page 1, touch the Category/Channel icon (if needed)

to select Category.
2.  Touch List to display the Category Search Screen:

Category Search Screen
3. Touch a category item. A channel list screen appears.
4.     Touch on a channel to tune to that channel. Touch the  or  icon to scroll 

up or down the list.
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Locking SXM Mature Channels
SiriusXM® attaches a label to channels with mature content. The radio recognizes 
these channels as “Mature”. The Mature Channel Lock option allows you to lock 
out channels with “Mature” labels. These channels will still appear in the channel 
listing (with a lock  icon), but will not be tunable unless the parental lockout 
password is correctly entered.

Lock Mature Channels 
To lock mature channels:
1.  On the SirusXM® menu page 2, touch the Lock icon. The following screen

appears: 

Enter Lock Password Screen
2.  Enter your 4-digit password. The following screen appears:

Lock Screen
3. Touch the Lock Mature icon. The mature channels are now locked.
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Temporarily Unlock a Mature Channel
When the global “Mature Lock” is enabled, a mature channel can be temporarily 
unlocked. All mature channels are temporarily unlocked (but still hidden when 
channel browsing) until the SXM source is changed, Accy (Key) is cycled or the 
“Power Button” on front panel of radio turns the Radio off. 
This mode is useful for listening to mature/adult content on a temporary basis, 
allowing you to listen on a locked channel without having to disable the global 
“Mature Lock.”
To temporarily unlock a mature channel:
1. �Tune to a mature channel. If the channel is locked, Ch Locked, Enter Code 

will appear on the SiriusXM® User Interface tuner screen. 

Channel Locked Screen 

2. �Enter the 4-digit password to unlock the channel to tune it.
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Unlock All Mature Channels
To unlock all mature channels:
 On the SirusXM® menu page 2, touch the Lock icon. The following screen 

appears: 

Enter Lock Password Screen
3. �Enter your 4-digit password . The following screen appears:

4. Touch the Unlock All icon. All channels are now unlocked.
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Locking Individual SXM Channels
An user can lock individual channels. When locked, a channel has the lock (  ) 
icon next to it on the channel list.

Locking a Channel
To lock an individual channel:
1. �On the SirusXM® menu page 2, touch the Lock icon. The following screen

appears: 

Enter Lock Password Screen
2. �Enter your 4-digit password . The following screen appears:

												 Lock Screen

3. �Touch an unlocked (  ) icon. The icon is replaced by a lock (  ) icon. The 
channel is now locked.
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Unlocking a Channel
To unlock an individual channel:
1. �On the SirusXM® menu page 2, touch the Lock icon. The Enter Password

Screen appears appears.
2. �Enter your 4-digit password. The following screen appears:

Unlock Screen
3. �Touch a lock (  ) icon to unlock a channel. The icon is replaced by an

unlocked (  ) icon. The channel is now locked.

Change Lock Password
The Change Lock Password option allows you to change the password from the 
default or current custom password to another password.
NOTE: The default password is 0, 0, 0, 0.
To change a password:
1. �Touch the CHGPWD icon. The following screen appears:

Change Password Screen
2. Enter your 4-digit password and press the OK icon.
3. �Enter the new 4-digit password and press the OK icon. The new password is

set.
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SiriusXM® Radio Advisory Messages
SiriusXM® user advisory messages are listed below:

Advisory Displayed Cause

Check SXM Tuner Check the SiriusXM® tuner connection on the back of 
the unit to ensure that it’s correctly connected. 

Check SXM Antenna Ensure the SiriusXM® antenna cable is connected to 
the SiriusXM® tuner correctly.
Check the SiriusXM® antenna wire for breaks or sharp 
bends.
Replace the antenna if necessary. If the message 
remains, the antenna may have been damaged.

No SXM Signal The vehicle must be outside, and the antenna must 
have a clear view of the southern sky. The magnetic 
antenna must be mounted on the outside of the 
vehicle for the best reception.

Channel Not Subscribed This channel is not included in your SiriusXM® 
subscription plan. Call 1-866-635-2349 to subscribe.

Channel Not Available This channel is not a valid SiriusXM® channel. The 
channel number has been entered incorrectly, or the 
channel was removed from the SiriusXM® channel 
lineup. 

Channel Locked The selected channel has been locked by the 
parental controls, or a mature channel has been 
selected. A prompt to enter the unlock code will 
appear. Enter the unlock code.

Subscription Updated An update to your SiriusXM subscription has been 
received by the SiriusXM tuner. Press [ Enter ] button 
to continue.
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TROUBLESHOOTING
Troubleshooting

Problem Cause Corrective Action

GENERAL

Unit will not power 
on

Radio Fuse open Install new fuse with 
correct rating

Car battery fuse open Install new fuse with 
correct rating

Illegal operation Press the RESET button 
located in the middle 
of the left side of the 
front panel

No/low audio 
output

Improper audio output 
connection

Check wiring and 
correct

Volume set too low Increase volume level

Improper “MUTE” connection Review wiring diagram 
and check “MUTE” 
connection

Speakers damaged Replace speakers

Heavily biased volume balance Adjust the channel 
balance to the center 
position

Speaker wiring is in contact with 
metal part of car

Insulate all speaker 
wiring connections

Poor sound quality 
or distortion

Pirated disc is in use Use original copy

Speaker power rating not 
compatible with unit

Connect proper 
speakers

Speaker is shorted Check speaker contact

Unit resets itself 
when engine is off

Incorrect connection between 
ACC and positive battery wire

Check wiring and 
correct
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Problem Cause Corrective Action

TFT Monitor

No image Incorrect connection to parking 
brake wire

Check wiring and 
correct

Parking brake is not engage Stop vehicle in safe 
place and apply 
parking brake

Flashing image 
or interference 
appears on screen

DVD is not compatible with 
current TV system settings

Change setup to 
accommodate disc

Improper video signal 
connections

Check wiring and 
correct

Prolonged image or 
improper height/
width ratio display

Improper aspect ratio setup Use correct aspect 
ratio setting

TUNER

Weak station 
searching

Auto antenna is not fully 
extended

Extend antenna fully 
or connect the auto 
antenna control cable 
properly

Auto antenna not properly 
connected

Connect the auto 
antenna control cable 
properly

LOCAL function is activated Turn LOCAL function 
off

DISC

Cannot insert disc Disc already inside unit Eject current disc and 
insert new one

Image blurred, 
distorted or dark

Disc is illegally copied Use original disc
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Problem Cause Corrective Action

Disc does not play 
back

Disc is warped or scratched Use disc in good 
condition

Clean disc with soft 
clothDisc is dirty or wet

Laser pickup is dirty Clean laser pickup with 
cleaning disc

Incompatible disc is used Use compatible disc

Disc rating exceeds Parental 
Lock rating limit

Change Parental Lock 
settings to lower 
restriction

Disc region code is not 
compatible with unit

Use disc with proper 
region code

Disc is inserted upside down Insert disc with label 
side up

MP3

Interruption 
occurred during 
playback

Disc is dirty or scratched Clean disc or replace

File is damaged/bad recording Recreate disc with 
good file
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Disc Error Messages
Message Displayed Cause Corrective Action

Loading Disc is being read

No Disc Disc is dirty Clean disc with soft cloth

Disc is upside down Insert disc with label side 
up

Disc not present in 
loading compartment

Insert disc

Bad Disc Disc is dirty Clean disc with soft cloth

Disc is upside down Insert disc with label side 
up

Unknown disc Disc format is not 
compatible with this unit

Region Error DVD is not compatible 
with region code of unit

Error Illegal mechanism 
operation

Press EJECT button for 5 
seconds to reset loading 
mechanism
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CARE AND MAINTENANCE
1. �Use only a clean silicone cloth and neutral detergent to clean the front panel

or monitor. A rough cloth and non-neutral detergent (such as alcohol) may
result in scratching or discoloration.

2. Do not get water or cleaning fluids on the unit.
3. �If the temperature inside the player gets too hot, a protective circuit

automatically stops play of the disc. If this occurs, allow the unit to cool before
operating the player again.

4. �Never insert anything other than a 12 cm (5”) compact disc into the player as
the mechanism can be damaged by foreign objects.

5. Do not attempt to use a 8 cm (3”) CD-Single disc in this unit, either with
or without an adapter, as damage to the player and/or disc may occur.
Such damage is not covered by the Warranty on this product.

6. �The CD player may not operate properly in extreme hot or cold. If such
conditions occur, allow the interior of the vehicle to reach a normal
temperature before using player.

7. �When the vehicle warms up during cold weather or under damp conditions,
condensation may appear on the LCD panel. Should this occur, the screen will
not operate properly until the moisture has evaporated.

8. �We suggest you use a cleaning disc in this unit more frequently than in the
unit in your home due to the environmental conditions of the vehicle.
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SPECIFICATIONS

DVD/CD Player
Compatible Disc Media: DVD + R / RW (Single and Dual Layer) and CD-R / RW 
Compatible Media Formats: CD-DA, MP3, WMA, VCD, SVCD, Xvid, AVI, MPEG 1/2 
and AAC
Signal to Noise Ratio: >95dBA
Dynamic Range: >95dB
Frequency Response: 20Hz to 20 kHz, -3dB
Channel Separation: > 60dB @ 1 kHz
D/A Converter: High Performance Multi-Bit Sigma-Delta Modulator

Video
Format: NTSC, PAL (auto-detection) 
Output: 1Vp-p (75-ohm)
Input: 1Vp-p (75-ohm)

FM Tuner
Tuning Range: 87.5MHz - 107.9MHz 
Mono Sensitivity (-30dB): 9dBf 
Quieting Sensitivity (-50dB): 15dBf 
Alternate Channel Selectivity: 70dB 
Signal to Noise Ratio @ 1 kHz: 58dB 
Image Rejection: 80dB
Stereo Separation @ 1 kHz: >30dB 
Frequency Response: 30Hz - 15 kHz, -3db

AM Tuner
Tuning Range: 530 kHz - 1720 kHz 
Sensitivity (-20dB): 15uV
Signal to Noise Ratio @ 1 kHz: 50dB 
Image Rejection: 60dB
Frequency Response: 50Hz - 2 kHz, -3dB

Monitor
Screen Size: 6.2” (Measured diagonally), 16:9 Widescreen 
Screen Type: TFT LCD
Resolution: 800h x 480v x RGB WVGA
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General 
Auxiliary (Audio) Input Impedance: 10k -Ohm
Power Supply: 11 to 16VDC, negative ground
Power Antenna / Amp Remote (Blue): 500mA max (Current limited protection) 
Operating Temperature: 0C ~ 65C / 32F ~ 149F
Fuse: 15-Amp, ATO type
Chassis Dimensions: 7” X 7” X 4” (178mm x 178mm x 100mm)

Power Ratings

Power Output: 13 Watts RMS x 4 channels into 
4-Ohms @ < 1% THD+N
Signal to Noise Ratio: 70dBA below reference 
(Reference: 1 Watt, 4-Ohms)
Frequency Response: 20 Hz - 20 kHz, -3dB. (Aux 
Input used as reference input)
Reference Supply Voltage: 14.4VDC

*Specifications are subject to change without notice.
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NOTES:



JRV9000 Common Replacement Parts

Wire Harness (Pwr/Spk/Line Out/BT Mic/GPS Antenna) 30314240

Trim Ring (Big) 30413950

JRV9000

WWW.ASAELECTRONICS.COM
2602 Marina Drive, Elkhart, IN 46514

© 2016
Printed in China

Remote Control 30714230

Hardware Bag 30513950

Trim Ring (Small) 30413920

Operation manuals and other material online at: 
https://www.asaelectronics.com/manuals-guides




